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1.5 - 1.5 - 3.0mm   STANDARD TENSION

SET NUMBER BORE SIZE

43SM8521 STD 4.0000
43SM8521 .005 4.0050
43SM8521 .035 4.0350
43SM8521 .045 4.0450
43SM8521 .065 4.0650

1.5 - 1.5 - 3.0mm   STANDARD TENSION

SET NUMBER BORE SIZE

43M8510 STD 4.2500
43M8510 .005 4.2550
43M8510 .035 4.2850
43M8510 .065 4.3150
43M8515 STD 4.3200
43M8515 .005 4.3250
43M8515 .035 4.3550
43M8515 .065 4.3850
43M8520 STD 4.3600
43M8520 .005 4.3650
43M8520 .035 4.3950
43M8520 .065 4.4250
43M8535 STD 4.5000
43M8535 .005 4.5050
43M8535 .035 4.5350
43M8535 .065 4.5650

.043 - .043 - 3.0mm   STANDARD TENSION

SET NUMBER BORE SIZE

43SM8550 STD 4.1250
43SM8550 .005 4.1300
43SM8550 .010 4.1350
43SM8550 .015 4.1400
43SM8550 .025 4.1500
43SM8550 .035 4.1600
43SM8550 .045 4.1700

STEEL MOLY RACE RINGS PREMIUM DUCTILE PLASMA MOLY
RING DESIGN: 
TOP RING: STEEL, BARREL FACE, PLASMA MOLY   
SECOND RING: DUCTILE IRON, NAPIER  
OIL RING: FLEX-VENT

RING DESIGN: 
TOP RING: PREMIUM DUCTILE PLASMA MOLY   
SECOND RING: DUCTILE IRON, NAPIER  
OIL RING: FLEX-VENT

RING DESIGN: 
TOP RING: STEEL, TORSIONAL, PLASMA MOLY   
SECOND RING: DUCTILE IRON, NAPIER  
OIL RING: FLEX-VENT
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